URETHRAL PRESSURE CATHETER

Inventor: Karl J. Kreder, Iowa City, Iowa

Assignee: University of Iowa Research Foundation, Iowa City, Iowa

Filed: Jun. 6, 1995

ABSTRACT

Devices and methods for measuring the weakness of body lumens, and in particular, urethral sphincters and similar valves, are disclosed. In one embodiment of the invention, a catheter with a hollow fluted distal end can be inserted into a lumen. The hollow fluted distal end of the catheter is then expanded into an enlarged configuration. The measurement of resistance to withdrawal of the catheter in the enlarged configuration provides an indication of weakness of the lumen. In one aspect of the invention, the catheter is inserted into a bladder via the urethral sphincter and the weakness of the urethral sphincter is measured. In another aspect of the invention, a device for measuring weakness of a body lumen, such as a urethral sphincter and similar valves, can consist of a catheter with a hollow fluted distal end having an array of wings, and an expanding means for radially expanding the wings into an enlarged configuration. Subsequent withdrawal of the catheter in the enlarged configuration encounter resistances which can be measured as an indication of the weakness of the body lumen, such as a urethral sphincter and similar valves. In still another aspect of the invention, a system for measuring weakness of a body lumen can consist of a catheter, a means for expanding a hollow fluted distal end of the catheter from a first configuration into a second enlarged configuration and means for measuring resistance to withdrawal of the catheter in the enlarged configuration as an indicator of weakness of the body lumen, such as the urethral sphincter and similar valves.

51 Claims, 4 Drawing Sheets
URETHRAL PRESSURE CATHETER

BACKGROUND OF THE INVENTION

The field of the present invention is the diagnostic measurement of the weakness of body lumens and, in particular, diagnostic methods and devices for the measurement of the intrinsic weakness of urethral sphincters and similar valves.

It is estimated that at least 10% of the population in the United States and perhaps as many as 30% of the nursing home residents suffer from some degree of urinary incontinence. One of the causes of urinary incontinence is the intrinsic weakness of the urethral sphincter.

Various devices and methods have been used to measure urethral sphincter activity. Such devices are often complicated and typically involve the use of electrodes or the measurement of pressure exerted on fluids in a catheter. For example, U.S. Patent No. 4,063,548 by Klatt et al. discusses inserting a balloon attached to a catheter into the bladder, filling the balloon with fluid to exert pressure on the bladder and subsequently measuring sphincter activity with electrodes. U.S. Patent No. 4,191,196 by Bradley et al. discusses inserting a fluid-filled catheter equipped with electrodes and conductors into the urethra, and plotting electrical signals derived from the urethral activity and fluid pressure variations in the catheter as the catheter is withdrawn from the urethra.

Accordingly, there is a need for simple diagnostic methods and devices for measuring the weakness of a body lumen and, in particular, the weakness of a urethral sphincter and similar valves.

SUMMARY OF THE INVENTION

Methods and devices for measuring the weakness of body lumens are disclosed and, in particular, for measuring the intrinsic weakness of urethral sphincters and similar valves. The present invention is based on the recognition that measuring the resistance to withdrawal of an expandable distal end of a catheter from a body lumen provides a simple test for diagnosing lumen weakness.

In one embodiment of the invention, a catheter with a hollow fluted distal end can be inserted into a lumen. The hollow fluted distal end of the catheter can be expanded into an enlarged configuration. The measurement of resistance to withdrawal of the catheter in the enlarged configuration can provide an indication of weakness of the lumen. In one aspect of the invention, the catheter is inserted into a bladder via the urethral sphincter and the weakness of the urethral sphincter is measured by withdrawing the catheter in the enlarged configuration.

In one embodiment, diagnostic methods are disclosed in which a retracting cable is inserted inside the catheter and simultaneously inserted into the bladder or other body lumen with the catheter such that a plunger at the distal end of the cable extends beyond the hollow fluted distal end of the catheter. The retracting cable can then be activated by pulling the plunger at the distal end of the cable back into the hollow end of the catheter. As the plunger is pulled into the catheter, a plurality of wings disposed at the catheter's distal end will be forced into an expanded configuration. The activation of the cable can be restricted to a predetermined extent by a set-screw disposed at the catheter’s proximal end. This set-screw can be set for different levels of cable activation corresponding to different levels of expansion of the wings of the hollow fluted distal end of the catheter (e.g., to at least about 4 French). The resistance to catheter withdrawal can be measured manually or with a resistance monitor. The withdrawal of the catheter can be set at a pre-determined rate by coupling the catheter to a catheter withdrawal device. The catheter can be removed and thrown away. Alternatively, prior to insertion, the catheter can be surrounded with a disposable plastic sheath. After withdrawal of the catheter, the plastic sheath can be removed from the catheter and thrown away, and the catheter sterilized prior to reuse.

In another aspect of the invention, a device for measuring weakness of a body lumen, such as a urethral sphincter and similar valves, can consist of a catheter with a hollow fluted distal end carrying an array of wings, and an expanding means for radially expanding the wings into an enlarged configuration. Withdrawal of the catheter in the enlarged configuration encounters resistance that can be measured as an indication of the weakness of the body lumen, such as a urethral sphincter and similar valves.

The expanding means can consist of retracting cable disposed inside the catheter with a plunger distal end extending beyond the hollow fluted distal end of the catheter. The expanding means can also include means for activating the cable such that the plunger distal end of the retracting cable is drawn back into the hollow distal end of the catheter and expands the wings of the hollow end of the catheter into the second enlarged configuration. The expanding means can further include a set-screw for restricting the extent of cable activation and thus, the catheter wing expansion to a predetermined extent. The plunger distal end can be shaped for easy insertion into a body lumen, such as the bladder. The resistance to the withdrawal of the catheter can be objectively measured manually or with a resistance monitor. In addition, the rate of withdrawal of the of the catheter can be pre-set by coupling the catheter to a catheter withdrawal device. The catheter can be disposable. Alternatively, the catheter can consist of a sterilizable material and can further include a surrounding disposable plastic sheath.

In still another aspect of the invention, a system for measuring weakness of a body lumen can consist of a catheter, a means for expanding a hollow fluted distal end of the catheter from a first configuration into a second enlarged configuration and means for measuring resistance to withdrawal of the catheter in the enlarged configuration as an indicator of weakness of the body lumen, such as the urethral sphincter and similar valves. The system can include a retracting cable with a plunger distal end extending beyond the hollow fluted distal end of the catheter and an activating means for drawing the plunger distal end of the cable back into the distal end of the catheter such that a plurality of wings disposed at the hollow end of the catheter are expanded. A set-screw disposed at a proximal end of the catheter can restrict the activation of the retracting cable to a pre-determined extent. The plunger distal end can be shaped to facilitate easy insertion into a body lumen, such as the bladder. The hollow fluted distal end of the catheter can include an array of radially disposed wings such that they are closed in a first configuration and radially expanded into a second enlarged configuration. The system can also include a catheter withdrawal means for withdrawing the catheter at a predetermined rate. The catheter can be disposable. Alternatively, the catheter can consist of a sterilizable material and can further include a surrounding disposable plastic sheath.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a device of the present invention consisting of a catheter, an array or radially disposed wings
disposed at a hollow fluted distal end of a catheter, and an expanding means for expanding the array of wings into a second enlarged configuration.

FIGS. 2A through 2B illustrate an activation means for activating a retracting cable disposed inside of a catheter such that a plunger distal end of the retracting cable is drawn into and expands an array of wings disposed at a hollow fluted distal end of a catheter from a first configuration into an enlarged second configuration. FIGS. 2A through 2B also illustrate a set-screw for limiting the extent of this activation.

FIGS. 3A through 3D show enlarged frontal views of wings of a hollow fluted distal end of a catheter being expanded from a first configuration into three different enlarged second configurations. FIGS. 3E through 3H show corresponding enlarged side views of these wings being expanded from a first configuration into three different enlarged second configurations.

FIG. 4A illustrates a withdrawal means for withdrawing a catheter from a body lumen with a cable at a pre-determined rate. FIG. 4B illustrates a resistance monitor for measuring the resistance of withdrawal of a catheter from a body lumen as an indication of the lumen weakness.

FIG. 5 shows a sterilizable device of the present invention including a disposable plastic sheath surrounding the outside of the device.

FIG. 6 illustrates a device for measuring the weakness of a urethral sphincter.

FIG. 7 illustrates a system for measuring the weakness of a body lumen consisting of a catheter with a hollow fluted distal end, a means for expanding the catheter’s hollow fluted distal end from a first configuration into a second enlarged configuration, and a means for measuring resistance to withdrawal of the catheter in the enlarged second configuration as an indication of weakness of the body lumen.

DETAILED DESCRIPTION

The devices and methods of the present invention enable the simple and accurate diagnostic testing of the constrictive force of the walls of the body lumens and, in particular, urethral sphincters and similar valves. In one aspect of the present invention, the device 10 can consist of a catheter 12 with a hollow fluted distal end 14 including an array of radially disposed wings 16, as shown in FIG. 1. The device 10 can also include a means 20 for expanding the array of wings 16 from a first configuration into a second enlarged configuration such that subsequent withdrawal of the catheter 12 from a body lumen encounters resistance which can be measured as an indication of the lumen’s weakness. The expanding means 20 can include a retracting cable 22 disposed within and extending beyond the proximal end 18 of the catheter 12. This expanding means 20 can further include a plunger distal end 24 extending beyond the hollow fluted distal end 14 of the catheter 12. The plunger distal end 24 can be shaped to facilitate insertion into a body lumen.

FIGS. 2A through 2B illustrate that the device 10 can further include a means 26 for activating the retracting cable 22 such that the plunger distal end 24 of the retracting cable 22 is drawn into and expands the array of wings 16 of the hollow fluted distal end 14 of the catheter 12 from a first configuration 28 into an enlarged second configuration 30. The device can include a screw 32 to open the proximal end 18 of the catheter to allow the activating means 26 to activate the retracting cable 22. The device can also include a set-screw or lock nut 34 disposed at the proximal end 18 of the catheter 12 for restricting the extent of the activation of the retracting cable 22 to a pre-determined extent.

FIGS. 3A through 3D show enlarged frontal views of the wings 16 of the hollow fluted distal end 14 of the catheter 12 being expanded from a first configuration 28 into three different enlarged second configurations 30. FIGS. 3E through 3H show corresponding enlarged side views of the wings 16 of the hollow fluted distal end 14 of the catheter 12 being expanded from a first configuration 28 into three different enlarged second configurations 30. FIGS. 3D and 3H show a maximum expansion of the wings 16 of about 30 French.

The device 10 of the invention can include a withdrawal means 36 for withdrawing the catheter 12 from a body lumen with a cable 37 at a pre-determined rate, as shown by FIG. 4A. FIG. 4B illustrates that the device 10 of the present invention can also include a resistance monitor 38 for measuring the resistance to withdrawal of the catheter 12 from a body lumen as an indication of the weakness of the body lumen, e.g., by measuring the tension on cable 39.

The device 10 of the present invention can be disposable. Alternatively, FIG. 5 shows that the device 10 of the present invention can be sterilizable and can further include a disposable plastic sheath 52 surrounding the outside of the device.

In another aspect of the present invention, the device 10 can measure the weakness of a sphincter 42 in a urethra 44, as shown by FIG. 6. FIG. 6 illustrates the plunger distal end 24 of the retracting cable 22 drawn into and expanding the wings 16 of the hollow fluted distal end 14 of the catheter 12 into an enlarged second configuration 30. FIG. 6 also shows that the device 10 can be equipped with a screw 32 at the proximal end of the catheter 12 to open up the catheter for the activating means 26 to draw the plunger distal end 24 of the retracting cable 22 into the wings 16 of the hollow fluted distal end 14 of the catheter 12. FIG. 6 further shows that the device 10 can include a restriction means, such as a set-screw or lock nut 34 for restricting the extent of activation of the retracting cable 22. In addition, FIG. 6 shows that the device 10 can include a withdrawal device 36 for withdrawing the catheter 12 from the urethra 44 via cable 37 at a pre-determined rate and a resistance monitor 38 for measuring the resistance to withdrawal of the catheter 12 from the bladder 40 via cable 39 as an indication of the weakness of the urethral sphincter 42.

In still another aspect of the present invention, a system 60 for measuring the weakness of a body lumen can include a catheter 12 with a hollow fluted distal end 14, a means 20 for expanding the catheter’s hollow fluted distal end 14 from a first configuration into a second enlarged configuration, and a means 38 for measuring resistance to withdrawal of the catheter in the enlarged configuration as an indication of weakness of the body lumen, as shown by FIG. 7. FIG. 7 illustrates that the expanding means 20 of the system can include a retracting cable 22 disposed within the catheter 12 and extending beyond the proximal end 18 of the catheter 12, and a plunger distal end 24 of the retracting cable extending beyond the hollow fluted distal end 14 of the catheter. FIG. 7 shows the plunger distal end 24 of the retracting cable 22 drawn into and expanding radially disposed wings 16 on the hollow fluted distal end 14 of the catheter 12 into an enlarged second configuration 30. FIG. 7 also shows that the system can be equipped with a screw 32 at the proximal end 18 of the catheter 12 to open up the catheter for the activating means 26 to draw the plunger distal end 24 of the retracting cable 22 into the wings 16 of the hollow fluted distal end 14 of the catheter 12. FIG. 7 further shows that the system 60 can include a set-screw or lock nut 34 for restricting the extent of activation of the retracting cable 22. In addition, FIG. 7 shows that the device 10 can include a
withdrawal device 36 for withdrawing the catheter 12 from the body lumen via cable 37 at a pre-determined rate.

In sum, the present invention benefits from the recognition that measuring the resistance to withdrawal of an expandable distal end of a catheter from a body lumen provides a simple and accurate test for diagnosing lumen weakness. Further, the devices and methods of the present invention have advantages over the traditional techniques for measuring the weakness of body lumens, and urethral sphincters in particular. Traditional techniques may involve the use of electrodes and/or the measurement of pressure exerted on a fluid in a catheter. In contrast, the devices and methods of the present invention involve measuring the resistance to withdrawal of a hollow fluted distal end of a catheter expanded into an enlarged configuration. Thus, the devices and methods of the present invention are simple and accurate and avoid the complications and awkwardness involved with using electrodes and/or measuring lumen weakness.

It will be understood that the above description pertains to only several embodiments of the present invention. That is, the description is provided by way of illustration and not by way of limitation. The invention is further characterized according to the following claims.

What is claimed is:

1. A method for measuring the constrictive force of a wall of a body lumen comprising:
   inserting a catheter into the body lumen;
   expanding a hollow fluted distal end of the catheter into an enlarged configuration where the fluted distal end contacts the wall of the body lumen; and
   measuring a resistance to withdrawal of the catheter in the enlarged configuration as an indicator of the constrictive force of a wall of the body lumen.

2. The method of claim 1 wherein the step of inserting the catheter into the body lumen further comprises simultaneously inserting a retracting cable inside the catheter into the body lumen such that a plunger distal end of the retracting cable extends beyond the hollow fluted distal end of the catheter.

3. The method of claim 2 wherein the step of expanding the hollow fluted distal end of the catheter further comprises activating the retracting cable such that the plunger distal end of the retracting cable is drawn into and expands a plurality of wings disposed at the hollow fluted distal end of the catheter.

4. The method of claim 3 wherein the step of activating the retracting cable further comprises activating the retracting cable to a pre-determined extent.

5. The method of claim 1 wherein the step of expanding the hollow fluted distal end of the catheter further comprises increasing the diameter of the hollow fluted distal end of the catheter by at least 4 French.

6. The method of claim 1 wherein the step of measuring resistance further comprises measuring resistance with a resistance monitor.

7. The method of claim 1 wherein the step of measuring resistance further comprises withdrawing the catheter at a predetermined rate.

8. The method of claim 1, wherein the catheter in the inserting step is surrounded on the outside with a disposable plastic sheath prior to insertion of the catheter into the body lumen.

9. A method for measuring the constrictive force of a urethral sphincter comprising:
   inserting a catheter into a bladder via the urethral sphincter;
   expanding a hollow fluted distal end of the catheter into an enlarged configuration where the fluted distal end contacts the urethral sphincter; and
   measuring resistance to withdrawal of the catheter in the enlarged configuration as an indicator of constrictive force of the urethral sphincter.

10. The method of claim 9 wherein the step of inserting the catheter into the bladder further comprises simultaneously inserting a retracting cable inside the catheter into the bladder such that a plunger distal end of the retracting cable extends beyond the hollow fluted distal end of the catheter.

11. The method of claim 10 wherein the step of expanding the hollow fluted distal end of the catheter further comprises activating the retracting cable such that the plunger distal end of the retracting cable is drawn into and expands a plurality of wings disposed at the hollow fluted distal end of the catheter.

12. The method of claim 11 wherein the step of activating the retracting cable from the catheter further comprises activating the retracting cable to a pre-determined extent.

13. The method of claim 12 wherein the step of expanding the hollow fluted distal end of the catheter further comprises increasing the diameter of the hollow fluted distal end of the catheter to at least about 4 French.

14. The method of claim 9 wherein the step of measuring resistance further comprises measuring resistance with a resistance monitor.

15. The method of claim 9 wherein the step of measuring resistance further comprises withdrawing the catheter at a predetermined rate.

16. The method of claim 9 wherein the catheter in the inserting step is surrounded on the outside with a disposable plastic sheath prior to insertion of the catheter into the bladder.

17. A device for measuring the constrictive force of a wall of a body lumen comprising:
   a catheter;
   a hollow fluted distal end of the catheter with an array of wings radially disposed, the array of wings being closed in a first configuration and being radially expanded in a second enlarged configuration where the fluted distal end contacts the wall of the body lumen; and
   means for expanding the array of wings of the hollow fluted distal end into the second enlarged configuration such that subsequent withdrawal of the hollow fluted distal end in the second enlarged configuration encounters resistance which can be measured as an indication of the constrictive force of a wall of the body lumen.

18. The device of claim 17 wherein the means for expanding the array of wings of the hollow fluted distal end of the catheter further comprises:
   a retracting cable disposed inside the catheter; and
   a plunger distal end of the retracting cable extending beyond the hollow fluted distal end of the catheter.

19. The device of claim 18, further comprising:
   means for activating the retracting cable such that the plunger distal end of the retracting cable is drawn into and expands the wings of the hollow fluted distal end of the catheter into the second enlarged configuration.

20. The device of claim 19, further comprising:
   restriction means disposed at a proximal end of the catheter for restricting the extent of the activation of the retracting cable to a pre-determined extent.

21. The device of claim 18 wherein the plunger distal end of the retracting cable further comprises a shape to facilitate insertion into the body lumen.
22. The device of claim 17, further comprising:
a resistance monitor for measuring the resistance of the
withdrawal of the catheter.
23. The device of claim 17, further comprising:
a withdrawal means for withdrawing the catheter at a
pre-determined rate.
24. The device of claim 17 wherein the device is dispos-
able.
25. The device of claim 17, further comprising:
a disposable plastic sheath surrounding the outside of the
device; and a sterilizable catheter.
26. A system for measuring the constrictive force of a wall
of a body lumen comprising:
a catheter;
a means for expanding a hollow fluted distal end of the catheter from a first configuration into a second
enlarged configuration where the fluted distal end con-
tacts the wall of the body lumen; and
a means for measuring resistance to withdrawal of the
catheter in the enlarged configuration as an indicator of
constrictive force of a wall of the body lumen.
27. The system of claim 26 wherein the means for
expanding the hollow fluted distal end of the catheter further comprises:
a retracting cable disposed inside the catheter; and
a plunger distal end of the retracting cable extending
beyond the hollow fluted distal end of the catheter.
28. The system of claim 27, further comprising:
a means for activating the retracting cable such that the
plunger distal end of the retracting cable is drawn into
and expands a plurality of wings disposed at the hollow
fluted distal end of the catheter into the second enlarged
configuration.
29. The system of claim 28, further comprising:
restriction means disposed at a proximal end of the
catheter for restricting the activation of the retracting
cable to pre-determined extent.
30. The system of claim 27 wherein the plunger distal end of
the retracting cable further comprises a shape to facilitate
insertion into the body lumen.
31. The system of claim 26 wherein the hollow fluted
distal end of the catheter further comprises an array of wings
radially disposed, the array of wings being closed in the first
configuration and being radially expanded in the second
enlarged configuration.
32. The system of claim 26, further comprising:
a means for withdrawing the catheter at a predetermined
rate.
33. The system of claim 26, further comprising:
a sterilizable catheter; and
a disposable plastic sheath surrounding the outside of the
catheter.
34. A method for measuring constrictive force of a wall of
a of a body lumen comprising:
inserting a catheter into the body lumen
inserting a retracting cable inside the catheter into the body lumen such that a plunger distal end of the
retracting cable extends beyond a hollow fluted distal
end of the catheter;
exchanging the hollow fluted distal end of the catheter into
an enlarged configuration where the fluted distal end
contacts the wall of the body lumen; and
measuring a resistance to withdrawal of the catheter in the
enlarged configuration as an indicator of constrictive
force of the wall of the body lumen.
35. The method of claim 34 wherein the step of expanding
the hollow fluted distal end of the catheter further comprises
activating the retracting cable such that the plunger distal end
of the retracting cable is drawn into and expands a
plurality of wings disposed at the hollow fluted distal end of
the catheter.
36. The method of claim 35 wherein the step of activating
the retracting cable further comprises activating the retract-
ing cable to a pre-determined extent.
37. A method for measuring constrictive force of wall of a
body lumen comprising:
inserting a catheter into a body lumen, said catheter being
surrounded on the outside with a disposable plastic
sheath forming a surrounded catheter;
exchanging a hollow fluted distal end of the surrounded
catheter into an enlarged configuration where the fluted
distal end contacts the wall of the body lumen; and
measuring a resistance to withdrawal of the surrounded
catheter in the enlarged configuration as an indicator of
constrictive force of a wall of the body lumen.
38. A method for measuring constrictive force of a ure-
thral sphincter comprising:
inserting a catheter into a bladder via the urethral sphinc-
ter;
inserting a retracting cable inside the catheter into the
bladder such that a plunger distal end of the retracting
cable extends beyond a hollow fluted distal end of the
catheter;
exchanging a hollow fluted distal end of the catheter into
an enlarged configuration where the fluted distal end
contacts the urethral sphincter; and
measuring resistance to withdrawal of the catheter in the
enlarged configuration as an indicator of constrictive
force of the urethral sphincter.
39. The method of claim 38 wherein the step of expanding
the hollow fluted distal end of the catheter further comprises
activating the retracting cable such that the plunger distal end
of the retracting cable is drawn into and expands a
plurality of wings disposed at the hollow fluted distal end of
the catheter.
40. The method of claim 39 wherein the step of activating
the retracting cable from the catheter further comprises
activating the retracting cable to a pre-determined extent.
41. A method for measuring weakness of a urethral
sphincter comprising:
inserting a catheter into a bladder via the urethral
sphincter, said catheter being surrounded on the outside
with a disposable plastic sheath forming a surrounded
catheter;
exchanging a hollow fluted distal end of the surrounded
catheter into an enlarged configuration; and
measuring resistance to withdrawal of the surrounded
catheter in the enlarged configuration as an indicator of
weakness of the urethral sphincter.
42. A device for measuring constrictive force of a wall of
a body lumen comprising:
a catheter;
a hollow fluted distal end of the catheter with an array of
wings radially disposed, the array of wings being
closed in a first configuration and being radially
expanded in a second enlarged configuration where the
fluted distal end contacts the wall of the body lumen; and
means for expanding the array of wings of the hollow
fluted distal end into the second enlarged configuration
such that subsequent withdrawal of the hollow fluted distal end in the second enlarged configuration encounters resistance which can be measured as an indication of weakness of the body lumen, wherein the means for expanding comprises a retracting cable disposed inside the catheter and a plunger distal end of the retracting cable extending beyond the hollow fluted distal end of the catheter.

43. The device of claim 42, further comprising:
means for activating the retracting cable such that the plunger distal end of the retracting cable is drawn into and expands the wings of the hollow fluted distal end of the catheter into the second enlarged configuration.

44. The device of claim 43, further comprising:
restriction means disposed at a proximal end of the catheter for restricting the extent of the activation of the retracting cable to a predetermined extent.

45. The device of claim 42 wherein the plunger distal end of the retracting cable further comprises a shape to facilitate insertion into the body lumen.

46. A device for measuring constriction force of a wall of a body lumen comprising:
a sterilizable catheter;
a hollow fluted distal end of the catheter with an array of wings radially disposed, the array of wings being closed in a first configuration and being radially expanded in a second enlarged configuration where the fluted distal end contacts the wall of the body lumen;
means for expanding the array of wings of the hollow fluted distal end into the second enlarged configuration such that subsequent withdrawal of the hollow fluted distal end in the second enlarged configuration encounters resistance for indicating constriction force of the wall of the body lumen; and
a disposable plastic sheath surrounding the outside of the device.

47. A system for measuring constriction force of a wall of a body lumen comprising:
a catheter;
a means for expanding a hollow fluted distal end of the catheter from a first configuration into a second enlarged configuration where the fluted distal end contacts the wall of the body lumen; wherein the means for expanding comprises a retracting cable disposed inside the catheter and a plunger distal end of the retracting cable extending beyond the hollow fluted distal end of the catheter; and
a means for measuring resistance to withdrawal of the catheter in the enlarged configuration as an indicator of constriction force of a wall of the body lumen.

48. The system of claim 47, further comprising:
a means for activating the retracting cable such that the plunger distal end of the retracting cable is drawn into and expands a plurality of wings disposed at the hollow fluted distal end of the catheter into the second enlarged configuration.

49. The system of claim 48, further comprising:
restriction means disposed at a proximal end of the catheter for restricting the activation of the retracting cable to pre-determined extent.

50. The system of claim 47 wherein the plunger distal end of the retracting cable further comprises a shape to facilitate insertion into the body lumen.

51. A system for measuring constriction force of a wall of a body lumen comprising:
a sterilizable catheter;
a disposable plastic sheath surrounding the outside of the catheter.
a means for expanding a hollow fluted distal end of the catheter from a first configuration where the fluted distal end contacts the wall of the body lumen into a second enlarged configuration; and
a means for measuring resistance to withdrawal of the catheter in the enlarged configuration as an indicator of constriction force of a wall of the body lumen.

* * * * *